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S-DRAGON SERİSİ  
TEKNİK ÖZELLİKLERİ Birim

KAZAN TİPİ

S-DRAGON 60

KA
PA

Sİ
TE Anma Isı Gücü

kW 60

kcal/h 51.600

Minimum Isı Gücü
kW 18

kcal/h 15.480
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Aparey Kapasitesi
kW 1 x 60

kcal/h 1 x 51600

Fan Gücü W 1.100

Aparey Ölçüleri  (WxLxH) mm 700 x 1150 x 700

Su Bağlantısı Ölçüleri - Giriş-Çıkış inch 1"
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Emniyet Limit Sıcaklığı °C 95

Max. İşletme Sıcaklığı °C 90

Min. Su dönüş Sıcaklığı °C 55

Kazan İşletme Basıncı bar 3

Kazan Test Basıncı bar 4,5

Elektrik Bağlantısı - 230Vac , 50 Hz

Önerilen Yakıt Cinsi - Ø6 -8 premium pellet
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W1, Platform Genişliği mm 1.700

L1, Platform Derinliği mm 2.150

H1 Kazan Yüksekliği mm 1.360

H3, Toplam Yükseklik mm 2.340

ØD1 Baca Bağlantısı ( Dış & İç Çap) mm 150 / 146 

H2,  Baca Bağlantı Yüksekliği mm 963

Kazan Toplam Su Hacmi lt 110

Toplam Ağırlık kg 900

Su Doldurma & Boşaltma Bağlantısı Ölçü, ØD2 inch 1/2"

Kapalı Genleşme Tankı Kapasitesi lt 24
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Standart Yakıt Tank Kapasitesi lt 500

W4 - Depo Genişliği mm 800

L2 - Depo Derinliği mm 900



ÖzelliklerS-Dragon Series
Greenhouse mobile heating platforms

Designed specifically for the Greenhouses

The new generation Ecm boilers now have a new platform designed 

on specifically with the Greenhouses and Agricultural spaces in 

mind. These extremely efficient products are available to be 

transported via Forklift and placed to work as soon as they are 

placed.

They are able to push the air to 25m and could achieve up to 

50m range with a suitable air duct. Thanks to its Integrated dual  

closed expansion tanks, circulation pump and plumbing and 

being as a all in one product, the mobility has been improved 

amazingly. Being All independent of external factors, Dragon 

series platforms are the best friend of the Farmers. 

Mükemmel yerleşim:
Tüm ekipmanlar fabrikada en 
mükemmel yerleşimi ile platforma 
sabitlenir ve öylece paketlenir. 
Müşteriye gittiğinde herhangi bir 
monta  işlemine gerek yoktur.  

Yüksek Kapasiteli Fan:
S-Dragon serisi platformlar 25 me-
treye hava fırlatabilen sera mode-
line özel et fan ile güçlendirilmiştir.

Hava taşıyıcı Kanal:
S-Dragon 50 metreye kadar hava 
taşıyıcı kanallar ile çalışabilir ve 
debisi azalmadan sıcak havayı tüm 
seranıza dağıtabilir.

Entegre Tesisat:
Tüm donanım standartlara uygun 
ve kapasite ve ürüne en uygun 
modellerden seçilmiştir.

Sağlam Konstrüksüyon:
Dragon platformları uzun yıllara 
meydan okuyacak şekilde 
en kaliteli malzemeler ile 
üretilmişlerdir.  

Genleşme Tankı:
Dragon serisi platformlarda 
2x24 Lt kapalı genleşme ünitele-
ri bulunur ve dışarıdan herhangi 
bir üniteye bağlanma ihtiyaç 
duymazlar.  

Özel borulama:
Fan ve Isı eşan örü 
işe özel hava kanalı 
ile donatılmışlardır Bu 
sızdırmazlığı garantilediği 
gibi uzun yıllar sorunsuz 
çalışmayı da temin eder. 

Kalorimetre:
Seçeneğe tabi Kalorimetre ile 
ne kadar ısı ürettiğinizi göre-
bilirsiniz.



FeaturesS-Dragon Serisi
Sera Tipi Sıcak Hava Platformları

Seralar için özel olarak dizayn edildi.

Yeni Nesil Ecm pellet kazanları artık sera ve tarım alanları

için işe özel tasarlandı. Bu son derece verimli ürünler bir

forklift vasıtasıyla taşınabilir, istenilen yerde indirilir ve hemen

çalıştırılabilir.

Özel et Fanlı apareyi sayesinde sıcak havayı rahatlıkla 25 m

ötesine verebilir ve aynı zamanda .  Kapalı sistem tesisat,

pompa ve kapalı genleşme tankıyla mobilite en üst seviyelere

taşınırken, tamamen dış etkenlerden bağımsız çalışabilen

Dragon serisi platformlar ürünlerdir.

Precision Positioning
All equipment is precision 
assembled at the factory, 
allowing an assembly free start-
up at the customers house.  

Hi Capacity Jet Fan
A high capacity Jet fan enables 
the unit to blow air to all 
Greenhouse long. 

Air Duct
The S-Dragon could achieve 50m 
of range with a suitable air duct 
and provide hot air for the entire 
greenhouse with an even flow.

Integrated Plumbing
The plumbing, circulation pump 
and the closed system complies 
with the industry standards and 
ensures a system independent 
operation. 

Robust Construction
Dragon platforms are deisgned 
so that they will endure years 
long heavy duty operation. 

Dual Expansion Tanks
Dual Closed expansion tanks are 
installed to allow Dragon series 
to keep up with rapid heating 
and cool down operations. 

Heat Exchange System
Being part of a single design, 
The Fan, heat exchanger and the 
connecting air duct  ensures leak 
free operation and years of 
product life.

Heat Meter
An optional heat meter would 
allow you to record and keep 
the heat generated.

Dual Expansion Tanks
Dual Closed expansion tanks are 
installed to allow Dragon series 
to keep up with rapid heating 
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S-DRAGON SERIES  
Technical Specifications

Unit
MODEL

S-DRAGON 60
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Nominal Capacity
kW 60

kcal/h 51.600

Minimum Capacity
kW 18

kcal/h 15.480
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Blower Capcity
kW 1 x 60

kcal/h 1 x 51600

Power W 1.100

Blower Dimesnions (WxLxH) mm 700 x 1150 x 700

Connection Dimensions - In - Out inch 1"
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Safety Limit Termostat interrupt °C 95

Max. Operating Temperature °C 90

Min. Return Temperature °C 55

Boiler Operating Pressure bar 3

Boiler Test Pressure bar 4,5

Electrical Connections - 230Vac , 50 Hz

Recommended Fuel Specifications - Ø6 -8 premium pellet
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W1, Platform width mm 1.700

L1, Platform depth mm 2.150

H1 Boiler height mm 1.360

H3, Total height mm 2.340

ØD1 Chimney Connection dia. ( Outer / inner ) mm 150 / 146 

H2,  Chimney Conneciton height mm 963

Water Content lt 110

Total weight kg 900

ØD2 inch 1/2"

Closed Expansion Tank lt 24

TA
NK

Standard Tank Volume lt 500

W4 - Storage Tank width mm 800

L2 - Storage tank depth mm 900

Fill and Drain connection
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